
Male Inline

Panel Female Threaded Stud

Panel Male Threaded Stud

Panel Female Double Set Screw

Panel Male Double Set Screw

Rating
Cable Range (AWG)
(Recommended cable 
size in bold)

Male
Inline

Female
Inline

Panel Male
Threaded Stud

Panel Female
Threaded Stud

Panel Male
Double Set Screw

Panel Female
Double Set Screw

400A, 600 VAC     2/0 - 4/0 16D24 16D33 16R23 16R24 16R21 16R22

400A, 600VAC    #2 - 2/0 16D22 16D31 16R23 16R24 16R21 16R22

400A, 600 VAC   #6 - #2 16D44 16D45 16R23 16R24 -- --

Add suffix A = black, B = white, C = red, D = blue, E = green, Y = yellow, BR = brown, O = orange

Male to (3) Female Paralleling T Tapping T Double Female Double Male Protective Cover Snap Back Cover

16MFFF MMF MFF RFF MMM Male: PCM 
Female: PCF CL40WTC-L-125

Add suffix A = black, B = white, C = red, D = blue, E = green, Y = yellow, BR = brown, O = orange

16 Series Cam-Type Connectors
Accommondates 4/0 - #6 (AWG) Cable

Female Inline

All Dimensions in InchesFemale Male

Consult Factory for replacement male and female contacts and jackets

Lex Products
15 Progress Drive
Shelton CT 06484
203.363.3738
Fax: 203.363.3742

Lex West
12701 Van Nuys Blvd.
Suite Q
Pacoima CA 91331
818.768.44748
Fax: 818.768.4040

www.lexproducts.com
800.643.4460

PowerGATE®

Switches & Panels

PowerPLUS
Installed Distribution Boxes

TM

PowerRAMP®

Cable Protectors

Power Control Solutions

™

Dimming & Control

™

PowerHOUSE
Portable Distribution Boxes

TM

PowerPARTS
Wiring Devices

TM

PowerRACK
Rolling Distribution Racks

TM

WeldingRACK
WR6

TM

PowerFLEX
Cable Assemblies

TM

LuxCommander®

Portable Work Lights


