




PowerRACK™ Output Panels (No Circuit Breakers)
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Panel Size Description Catalog No.

1RU (3) NEMA 5-20, 20 Amp, 2 Pole, 3 Wire, 120 VAC 
duplex receptacles 

PRP3PB1

2RU (6) NEMA 5-20, 20 Amp, 2 Pole, 3 Wire, 120 VAC 
duplex receptacles

PRP6PB2

2RU (6) 20 Amp, 2 Pole, 3 Wire, 120 VAC
stage pin receptacles

PRP6SP2

3RU (12) 20 Amp, 2 Pole, 3 Wire, 120 VAC
stage pin receptacles 

PRP12SP3

2RU (6) NEMA L5-20, 20 Amp, 2 Pole, 3 Wire, 
120 VAC locking receptacles

PRP6L522

2RU (6) NEMA L5-30, 30 Amp, 2 Pole, 3 Wire, 
120 VAC locking receptacles

PRP6L532

2RU (4) 20 Amps per circuit, 6-circuit, 120 VAC, 
LSC19 panel mount receptacles

PRP4192

2RU (4) 20 Amps per circuit, 6-circuit, 220 VAC,
LSC19 panel mount receptacles

PRP41922

2RU (6) NEMA L6-20, 20 Amp, 2 Pole, 3 Wire,
240 VAC locking receptacles

PRP6L622

2RU (6) NEMA L6-30, 30 Amp, 2 Pole, 3 Wire,
240 VAC locking receptacles

PRP6L632

3RU (6) NEMA L14-20, 20 Amp, 3 Pole, 4 Wire, 
120/240 VAC locking receptacles

PRP6L1423

3RU (6) NEMA L15-20, 20 Amp, 3 Phase, 3 Pole, 4 Wire, 
 240 VAC locking receptacles

PRP6L1523

3RU (6) NEMA L15-30, 30 Amp, 3 Phase, 3 Pole, 4 Wire, 
240 VAC locking receptacles 

PRP6L1533

All receptacles have LED indicators for power.



PowerRACK™ Output Panels (No Circuit Breakers) – Continued

PowerRACK™ Meter and Accessory Panels
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Panel Size Description Catalog No.

3RU (6) NEMA L21-20, 20 Amp, 3 Phase, 4 Pole, 5 Wire, 
120/208Y VAC locking receptacles

PRP6L2123

3RU (6) NEMA L21-30, 30 Amp, 3 Phase, 4 Pole, 5 Wire,
120/208Y VAC locking receptacles

PRP6L2133

3RU (4) 50 Amp, 3 Pole, 4 Wire, 120/240 VAC
California-style locking receptacles

PRP4501253

3RU (4) 50 Amp, 3 Phase, 3 Pole, 4 Wire, 240 VAC 
California-style locking receptacles

PRP4502503

4RU (3) 32 Amp, 3 Pole, 4 Wire, 380-415 VAC 
pin & sleeve receptacles
Red
(European Systems)

PRP3432R4

4RU (3) 32 Amp, 4 Pole, 5 Wire, 240/415 VAC
pin & sleeve receptacles 
Blue
(European Systems)

PRP3532B4

LED indicators included on all panels for receptacles.

Panel Size Description Catalog No.

1RU 3 Phase, digital LED display line voltage and  
amperage monitoring 

VA3MA

1RU 3 Phase, digital LED display line and neutral voltage and  
amperage monitoring

VA4MA

1RU Vent panel PRP1V

1-6RU Blank panels PRPB1, PRPB2, 
PRPB3, PRPB4, 
PRPB5, PRPB6

1RU 1 In 8 Out, DMX isolator  
splitter/repeater module

ISR1.8

1RU Rack LED light PRPLED1
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RU

 
Height

26” Deep 
Catalog No.

8 23.00 PRRMF-0826

10 26.50 PRRMF-1026

12 30.00 PRRMF-1226

14 33.50 PRRMF-1426

16 37.00 PRRMF-1626

18 40.50 PRRMF-1826

20 44.00 PRRMF-2026

22 47.50 PRRMF-2226

24 51.00 PRRMF-2426

26 54.50 PRRMF-2626

28 58.00 PRRMF-2826

Lex Products Rolling Distribution Racks are available in a 
range of sizes to suit the needs of specific applications. 
All racks are 26" deep and can be custom configured from 
8RU to 28RU. These high quality, durable rolling racks are 
designed to fit all standard 19" rack mount modules.

PowerRACK™ Sizes

26” 24”

8RU to 
28RU
from

23” to 58”

All racks are 24” wide. Measurements are in inches.
Custom heights and depths are available upon request.

TYPE 3R Rainproof TYPE 1 Indoor 

TYPE 3R Rainproof TYPE 1 Indoor or
TYPE 3R Rainproof
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Custom Built for your  
specific applications

TYPE 3R Rainproof TYPE 1 Indoor 

TYPE 3R Rainproof TYPE 1 Indoor or
TYPE 3R Rainproof

Panel Specifications
1.  Panels shall be fabricated from 0.090” Aluminum.

2.  Finish shall be anodized black.

3.  Panel top and bottom edges shall be flanged 1.0”.

4.  �Panels shall be punched to accommodate NEMA wiring 
devices, XLR data devices, Cam-type devices, pin & sleeve, 
LSC19 and stage pin devices, LED indicators and digital 
meters.

5.  �Panels shall be laser engraved with device sequence 
numbering, input/output power ratings, power connection 
instructions and safety warnings.

Rack Specifications
1.  �Rack shall be constructed using vertical and 		

horizontal rails of extruded 5052-H32 aluminum.

2.  Finish shall be anodized black.

3.  Corners shall be cast GB Aluminum 102 Alloy.

4.  �Rack rail shall be constructed for mounting of 		
19” wide (482.6 mm) rack panels in vertical configurations 
according to EIA standard rack unit spacing of 1U = 1.75” 
(44.45 mm).

5.  �Rack frame shall be constructed to accomodate machined, 
½” and  ¾” high density polymer panels (HDPE). These panels 
shall be affixed to the frame in the top, bottom and two side 
positions.

6.  �Casters shall be 3½” (89 mm), 250 lb. (113 kg) capacity with a 
swivel radius of 2.906” (73.8 mm).
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